PRESSOTHERAPY
WITH DORSAL+ SYSTEM

THE ONLY ONE WITH PROGRAMS FOR
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PRESSOTHERAPY WITH DORSAL+ SYSTEM,
MOST VERSATILE AND COMPLETE
DEVICE FROM MARKET

10 CORPORAL
PROGRAMMED PROTOCOLS:

DRAINING

CIRCULATORY [WW
ANTI-CELLULITE 3 NEW PROTOCOLS FOR

INVIGORATING Back and Neck

RELAX PHYSIO-ACTIVE
MENOPAUSE RELAX

SPORTY
PREGNANCY
FREE MODE

Technical General Specifications of device:

Device: Pressotherapy system by Ophhalo Dimensions: 125cm x 45cm x 34cm (height, width,
Model name: Dorsal+ depth)

Input Voltage: 230Vac 50Hz User Interface: 10" LCD touch screen

Power: 460 W Weigh: 32Kg

Pressure range: adjustable 20mbar - 250mbar Storage temperature: -10°C to +55°C

Mains protection: 1x 10 amp-250V fuse Operating temperature: +5°C to +40°C

Device Classification: Class | Storage relative humidity: from 10% to 90%
Output options: Air pressure, dry-heat & Operating relative humidity: from 30% to 80%

vibration massage Atmospheric pressure: from 500 hPa to 1060 hPa



 COMPLETE PROTOCOL CONTROL

The pressure suit is build with 24 air cells that
can be configured independently and the
treatment duration can be modified in real
time  without stopping the current
prograom-session.

Its three pressure modes: intense, medium
and soft will allow to configure the pressure
independently on each cells.

Dorsal+ accessory hos 3 different regions
dry-heated independently: neck, upper back
ond lumbar/lower bock where heat ond
vibrations levels can be also controlled:
intense, medium & soft modes.

The equipment designed for you.
Designed & manufactured in Spain.

[BROAD RANGE OF PROGRAMMED PROTOCOLS

Dorsal+ has a wide spectrum of corporal
protocols to cover every kind of massage
requirements.

The working protocols can be paused,
stopped at any time with very simple
interface and counts with emergency
stop handle that can be easily activated
by client for a complete safety function of
the device.

(MUSIC THERAPY SYSTEM

Dorsal+ includes an USB-type A standard
port that can be used to play audio files
directly from the device and be
controlled (track change, play/stop &
volume) from the protocol-screen

without pausing or stopping the on-going
protocol.
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